


CITY OF ELKO 

DEFINITIONS OF ROADWAY MAINTENANCE 

 

CONSTRUCT/RECONSTRUCT: 

Remove asphalt and base material.  Prepare subgrade, place and compact Type 2 base material, then place 

asphalt and perform concrete sidewalk, curb & gutter replacements to meet current standards.  All returns are 

upgraded to satisfy the ADA requirements.  Drainage problems are fixed, utilities are added or replaced, and 

poor subgrade materials are removed and replaced.  CONSTRUCT/RECONSTRUCT 

 

SURFACE RECONSTRUCTION: 

Existing roadway is ground up, re-graded, re-compacted, and new asphalt is placed.  Drainage problems are 

fixed, utilities are added or replaced, and poor subgrade materials are removed and replaced. All returns are 

upgraded to satisfy the ADA requirements. Existing curb & gutter remains and if needed, better road drainage is 

provided.  Formally referred to as “peel and pave.”  CONSTRUCT/RECONSTRUCT 

 

MILLING AND RESURFACING: 

Mill the top surface of the roadway.  Millings are removed and new asphalt is placed for the full width of the 

street.  All returns are upgraded to satisfy the ADA requirements.   A new crown in the road surface is 

constructed to provide better road drainage. CONSTRUCT/RECONSTRUCT 

 

OVERLAY: 

Place a new layer of asphalt on the existing surface, usually 2-inches thick.  When needed, the road surface is 

leveled with a leveling course prior to the asphalt overlay.  PREVENTATIVE MAINTENANCE 

 



DEFINITIONS (continued) 

 

SLURRY SEAL: 

Oil and small aggregates are mixed together and placed on the road surface with specialized equipment.  This 

treatment extends the wear life of the road surface (approximately  5-10 years).  PREVENTATIVE 

MAINTENANCE 

 

MICRO SURFACE: 

Micro surface is a polymer modified coldmix paving system that can remedy a broad range of problems.  Like 

slurry seal, micro paving begins as a mixture of dense graded aggregate, asphalt emulsion, water, and mineral 

fillers.  Micro paving has added capabilities thanks to the use of high-quality carefully monitored materials 

including advanced polymers and other modern additives.  Micro surfaces life expectancy currently exceeds 7 

years.  It has capabilities of filing ruts up to 1 ½ inches deep and allows the roadway to reopen to traffic usually 

within an hour.   PREVENTATIVE MAINTENANCE 

 

CHIP SEAL: 

Oil is applied to the road surface and small aggregate is placed on top of the oil with specialized equipment.  

This treatment extends the wear life of the road surface (approximately 5-10 years).  PREVENTATIVE 

MAINTENANCE 

  

CRACK SEAL: 

Is done yearly, as budget allows, to seal off the street’s surface extending the life of the road.  PREVENTATIVE 

MAINTENANCE 

 

DUST SUPPRESSION: 

Gravel roads have a material applied to them to suppress dust and keep moisture in the road surface.   

Application of this material is every year.  PREVENTATIVE MAINTENANCE 

 

SEAL COAT: 

Oil only is applied to new asphalt when it is installed to keep the surface of the asphalt sealed.  PREVENTATIVE 

MAINTENANCE 

 

  

 



CONSTRUCT/RECONSTRUCT 

A road that requires the surface to be fully removed, the base 

materials re-compacted (or replaced as necessary), a new road 

section designed to meet traffic use, and a new asphalt surface 

installed.  This category includes construction and 

reconstruction. 

 

PREVENTATIVE MAINTENANCE 

Needed to extend the life of a road and to keep the cost of 

maintenance low.  Surface treatments are added to prevent 

water from damaging asphalt, increase friction, add wear for 

longevity, and seal cracks to prevent the base and subgrade 

from being damaged.  This category includes overlay, chip 

seal, slurry seal, micro pave, seal coat and dust suppression. 



Construct , $30,279,209.50 

Micro Surface, $2,551,128.00 

Overlay , $543,463.75 

Reconstruct, $10,153,783.50 

Surface Reconstruct, $1,928,627.22 

COST TO TREAT ALL SEVERITIES 
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Overlay

Reconstruct

Surface Reconstruct

TOTAL: $45,456,212 





Construct , $1,449,327 

Micro Surface, $964,632 

Overlay , $465,721 

Reconstruct, $7,638,929 

Surface Reconstruct, $1,583,231 

SEVERITY 1 TOTAL COST TO TREAT 
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CONSTRUCT/RECONSTRUCT 

CAPITAL CONSTRUCTION FUND 
SEVERITY RATING 1  

There is a total of 1,841 lineal feet with this rating for construction.  

That is a total of .35 miles.  

The estimated cost for new construction is $1,449,327. 
 The estimated cost of new construction includes installation of water and sewer lines and is based on 

$787.25 per lineal foot. 

 

There is a total of 16,919 lineal feet with this rating for reconstruction. 

That is a total of 3.20 miles.   

The estimated cost for reconstruction is $7,638,929. 
 The cost of re-construction is based on $451.50 per lineal foot. 

 

The Capital Construction Fund monies are being reserved for the Cedar 
Street Reconstruction Project.   





RECONSTRUCT CEDAR STREET 

CAPITAL CONSTRUCTION 



SURFACE RECONSTRUCTION 

GENERAL FUND 
SEVERITY RATING 1 

There is a total of 19,362 lineal feet with this rating for 
surface reconstruct. 

That is a total of 3.67 miles. The estimated cost is 
$1,583,231. 
 The estimated cost is based on $81.77 per lineal foot for a 46-foot 

wide street (with City forces). 

 There will be $57,000 in the 16/17 budget. ± 500 l.f. to be completed 
after July 1, 2016. 

 There is $200,000 in the hotmix budget. 

 Inventories and maintenance classification can change on a yearly 
basis.  Inventory is performed annually in early spring. 

 





SURFACE RECONSTRUCT 14TH STREET 

COLLEGE AVENUE TO COURT STREET 



OVERLAY 

GENERAL FUND 
SEVERITY RATING 1 

There is a total of 6,320 lineal feet with this rating for  
overlay. 

That is a total of 1.20 miles. The estimated cost is 
$465,721. 

 

The estimated cost is based on $73.69 per lineal foot 
for a 46-foot wide street with a 2" thick overlay (with 
City forces). 
 There will be $41,000 in the 16/17 budget. ± 770 l.f. to be 

completed after July 1, 2016. 

 There is $200,000 in the FY 16/17 hotmix budget.  

 Inventories and maintenance classification can change on a 
yearly basis.  Inventory is performed annually in early spring. 





OVERLAY 14th STREET 

IDAHO STREET TO SILVER STREET 



SLURRY/MICRO SURFACE 

 
There is a total of  160,772 l.f. with this rating for slurry/micro 

surface.   

That is 30.44 miles.  The estimated cost is $964,632. 

 
 The estimated cost is based on ± $6.00 per lineal foot for a 46-foot 

wide street. 

 

 There is $295,000 allocated in the 16/17 budget for street 
maintenance. ±  35,214 l.f. to be completed after July 1, 2016. 

 

 Inventories and maintenance classification can change on a yearly 
basis.  Inventory is performed annually in early spring 





SLURRY/MICRO SURFACE 



CRACK SEAL 

• Crack seal will be done on an as needed 

basis.   

• There is $0 remaining in the 15/16 budget 

for Crack Sealing and $0 in the 16/17 

budget for Crack Sealing. 

 



CRACK SEAL 



DUST SUPPRESSION 

GENERAL FUND 
 

 

There is a total of 5,577 lineal feet with this rating for dust 
suppression. 

That is a total of 1.05 miles. 

The estimated cost is $5,000 
 

 There will be ± $5,000 in the 16/17 budget. ± 5,577 l.f. to be 
completed after July 1, 2016. (Dust suppression is performed in 
the spring.) 

 

 **Inventories and maintenance classification can change on a 
yearly basis.  Inventory is performed annually in early spring. 

 



DUST SUPPRESSION 



CAPITAL CONSTRUCTION:     Cedar Street 

 

SURFACE RECONSTRUCT: 

  FY 2016/17    ± 500 l.f.   14th Street 

         College Avenue to Court Street  

         (Estimated cost of asphalt $24,000) 

   

      

OVERLAY:   ± 770 l.f.      14th Street 

   FY 2016/17        Idaho Street to Silver Street 

          (Estimated cost of asphalt $28,000) 

  

MICRO SURFACE:    ± 35,214 l.f.  of No. 1 Severity Rating   
 FY 2016/17 

       

DUST SUPPRESSION:    ± 5,577 l.f. West Main, Flagview Drive, Wright Way
     

  Total Lineal Feet:          ± 36,484 l.f.  (Not including Dust Suppression) 

  Total Miles:   ± 6.90 

 

CITY OF ELKO, NEVADA 

2016 CONSTRUCTION SEASON PROJECT LIST (CONTINUED) 

 


